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Product highlights:
• Various secondary functions can be operated 

at the touch of a button (e.g. indicators, horn, 
windscreen wipers, hazard warning lights, 
high beam, etc.)

• Buttons can be assigned twice  
(normal button press/long button press)   
with acoustic feedback

• Fast implementation of the key command
• Rotatable control panel (left/right)
• Mounting on steering wheel via ball lock bolt 

and steering wheel clamp or installation on 
the horn cover

• Combination with handset possible
• Ergonomic design and high-quality finish

Technical Data:
• Length: 135 mm
• Diameter: max. 45 mm
• Height (length of ball lock pin): 115 mm
• Weight: 160 g
• Power supply via 3V battery CR 123A
• Radio link with receiver (2.4 GHz)
• Connection to the vehicle electronics via 

CAN, LIN or analogue
• Compatible with numerous vehicle types
• Stainless steel ball lock pin
• Housing made of high-quality plastic
• Freely assignable additional button „A“ (e.g. 

cruise control, rain sensor or voice control)*

MULTI- 
MOTE

The universal multifunction steering  
wheel knob from PARAVAN
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MOBILITY FOR LIFE

Compatible with many  
vehicle types

Double-assignable function keys 
and rotatable control keypad

Note: *Available functions depend on the respective vehicle type. Installation on various vehicle 
types only in conjunction with PARAVAN gateway. 
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